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¢ hart Link 
or Long Link Swing Chains—all as describe ly i is folder. No fin 
more durable Swing are built today, regardless of make or price. 


WwiEM FRAMES y LY E r ; WIT 
i i No. B-133-B 


168.00 No. B- B 
21.90 No. B- 


NO CONSTRUCTION SHORT-CUTS, NO HIDDEN COSTS IN AMERIC 


There are no makeshift, unsig ded joints in American Approved Equipment; American empl] lertified 
fe e' or installation c either, as is true of much welded equipment wher 


AMERICAN APPROVED 
COMPARE THESE SUPERIOR SAFETY FEATURES 


Designed for maximum Safety, American Heavy Duty Swing Sets employ 
the approved “two swings to the section” principle to assure safe mounting 
and dismounting near the supports, removing possibility of the child 
being struck by adjacent swings. Rugged Frames have Upright Supports of 


3/1 


1%" and Top Beams of 234" Tested Hot-Dip Galvanized Steel Pipe. 


WITH FRAMES 


No. C-132-A Two Swing Set, 310 Ibs. 
No. €-134-A Four Swing Set, 530 Ibs. 
No. C-136-A Six Swing Set, 590 Ibs. 
No. C-138-A_ Eight Swing Set, 765 lbs... 


HIGH 


WITH FRAMES 


No. C-132 Two Swing Set, 350 Ibs. 
No. €-134 Four Swing Set, sLi0538.~ 
No. C-136 Six Swing Set, 660 lbs..... 
No. €-138 Eight Swing Set, 850 Ibs..... 


SWING SETS ARE UNMATCHED FOR SAFETY 


ENGINEERED FOR STRENGTH AND DURABILITY 
Greater strength and lasting durability are assured by rigidly locking 
the Frame Members with American No. G-7 and No. G-8 Certified Mal- 
lealls Fittings. Heavy Duty equipped with American’s famous No. L-332 
‘Oil-Impregnated Bronze Bearing Swing Hangers, No. 8/0 Bulldog Short 
Link Swing (¢ s and No. C-13 Seats—all as fully described in this folder. 

ink Swing fate and No ea uly bedin older 
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WITH FRAMES 


Two Swing Set, 475 Ibs..... 
Four Swing Set, 635 lbs.. 
A-136 Six Swing Set, 805 lbs..... 
No. A-138 Eight Swing Set, 995 lbs..... 


HIGH 


“ort 


THE SWING IS TO AMERICAN’S PATENTED SAFETY RUBBER SEATS 


For the ultimate in Safety and performance, hundreds of school and park officials specify American’s Patented Safety Rubber Swing Seats. Your 
Swing Sets, too, can be equipped with American Rubber Swing Seats for only $2.55 per seat extra. You'll find them described in this folder. 


AMERICAN 
American Approved Heavy Duty Nurs 


No. B-148 Three Swing Set complete. Weight, Apparatus 125 Ibs., Pipe 140 Ibs... 
No. B-146 Six Swing Set complete. Weight, Apparatus 200 lbs., Pipe 300 Ibs... 


NURSERY SWING SETS 
y Swing Sets have rugged Frames 7’ high, with 
Upright Supports of 17%” and Top Beams of 25%” Tested, Hot-Dip Galvanized Steel Pipe 
locked permanently by American No. B-8 and No. G-7 Certified Malleable Fittings. Ameri- 
can’s superior No. B-14 Chair-type Nursery Seats are suspended from No. L-332 Oil-Impreg- 
nated Bronze Bearing Hangers on No. 8/0 Short Link Chains, as described inside this folder. 


AMERICAN TWO SWING SETS 


These highly popular American Approved Swing Sets 
have Upright Supports of 174", Top Beam of 234” 
Tested Pipe, locked by American No. B-8 Certified 
Malleable Fittings. Heavy Duty equipment includes 
No. L-332 Hangers, No. C-13 Seats and No. 8/0 Chains. 


No. J-132-A Two Swing Set, Frame 8’ high.... 
No. J-132-B Two Swing Set, Frame 10’ high.... 


paN 


AMERICAN 

SWING HANGERS 
American Approved Type-L Heavy Duty Swing 
Hangers are rapidly replacing the outmoded, 
much less efficient roller and ball-bearing hangers 
at thousands of parks and playgrounds through- 
out the nation; for American Swing Hangers are 
equipped with Oil-Impregnated Bronze Bearings 
which require no oiling or attention, deliver 
many years of quiet, trouble-free performance in 
all kinds of climates. Certified Malleables, Hot- 
Dip Galvanized to rustproof permanently. 
No. L-332 Hanger for 234” O.D. Pipe, 
with Oil-Impregnated Bronze Bearing. . 
No. L-333 Hanger for 314” O.D. Pipe, 


with Oil-Impregnated Bronze Bearing. . 


AMERICAN 


- SWING SEATS 


The rugged, perfectly balanced American Type-C 
Select Hardwood Swing Seat is constructed of 
clear, air-dried 5/4” Maple or Oak with all edges 
smoothly rounded. Certified Malleable End Cast- 
ings encase and are riveted to the Seat Board, 
eliminating any possibility of the seat’s splitting 
and assuring much longer service, added safety. 
The American Type-C Swing Seat is 7” wide and 
17” long, the ideal size for youngsters of ele- 
mentary grade age. Seats are colorfully finished 
with three coats of famous Johnson’s Wax-O- 
Namel resistant to wear and weather. 


No. C-13 Swing Seat. No Chains.... 


FITTINGS HAVE 


A TENSILE STRENGTH EXCEEDING 50.000 POUNDS 


a SPREAD FITTING 


ie 
& com. sOhioii fitting to the No. D-9, illus- 
trated*at right, the American No. D-7 Cen- 
texSpread Fitting combines massive Certi- 
fied Malleables with improved design to 
assure maximum strength and rigidity, ab- 


THREE-WAY " 


The American No. D-9 Three-Way End 
Fitting is built of massive Certified Malle- 
ables to lock the frame members of Swing 
and Combination Units, eliminating any 
possibility of end or side-sway. Guaranteed 


FITTING 


AMERICAN SAFETY 
RUBBER SWING SEAT 


Attractively streamlined in design, 
there are no sharp corners or mas- 
sive end castings to cause injury 
to the child; yet American’s Pat- 
ented Rubber Swing Seat has 
strength to spare, obtained by 
through-bolting a solid core of 
carefully seasoned Hardwood to 
Certified Malleable Suspension 
Castings tested to more than 50,000 
pounds tensile strength. 


The Hardwood Core of the American Safety Rubber Swing Seat is smoothly rounded on all edges and 
is encased in a heavy covering of live, shock-absorbing Rubber comfortably ribbed to prevent young- 
sters slipping off the seat. Bolts are snugly countersunk in the rubber underneath seat. Specially de- 
signed Malleable Suspension Castings provide perfect balance and remove the strain from the seat 
proper, are Hot-Dip Galvanized to rustproof. Seats are 114” thick, 614" wide and 1914” long. Un- 
matched for strength or safety, unequalled for durability and performance. 


No. RSS American Safety Rubber Swing Seat, without Chains. Wt., about 634 lbs....... 


CHAINS AND HOOKS 


—American No. 8/0 Bulldog Short Link Chain has 
been standa-d equipment at thousands of park and school playgrounds 
for years, is preferred by most experienced equipment buyers. Minimum 
tensile strength of 2950 Ibs., Hot-Dip Galvanized to rustproof. 


American No. 8/0 Short Link Chain. Per foot, Wt. % Ib........ 


—American Long Link Chain is fabricated from %% 
cold-rolled ound Steel. Links are 10%4” long and are tested to 4500 
pounds tens le strength. Hot-Dip Galvanized to rustproof. 
American Long Links. Per Link, Wt. % Ib...............2.0045 


—American-No. 222 Hooks are fabricated from Certi- 
fied Malleale Iron with a tensile strength exceeding 50,000 lbs. per 
square inch, are Hot-Dip Galvanized to rustproof. Employed to secure 
chains to hangers. Guaranteed against breakage. 


American No, 222 Malleable Hook. Wt., % Ib............4...45 


—American Steel “S” Hooks are fabricated from %” 
cold-rolled ound steel, can be opened and closed repeatedly without 
fracture. Attach apparatus to chains. Hot-Dip Galvanized. 


American [* o. 66 Steel “‘S’” Hook. Wt., about %4 Ibs.............+ 


BASE FLANGES 
No. 15 for 1%” OLD. Pine 8.38 


TWO-WAY 
END FITCING 


ELBOW FITTINGS 


SWING SEATS 


Designed for use by the larger children and adults 
on frames 12 feet and higher above ground, 
American Type-B extra heavy duty Swing Seats 
are constructed of finest air-dried, 6/4” Maple or 
Oak, with all edges smoothly rounded. Hot Gal- 
vanized, Certified Malleable End Castings encase 
and are strongly riveted to the Seat Board. 


This larger, immensely strong Type-B Swing Seat 
is 8” wide, 20” long, balanced for perfect swing- 
ingmotion. Colorfully finished with famous John- 
son’s Wax-O-Namel, with “Y” Link Assemblies. 


No. B-13 Seat with “Y” Links. 
ING: CHAIS ss do2 seis See SRR AR 


Type Nursery 


vey? FITTINGS 
No. AA-13 for 234” O.D. 
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remove all stra 
by foremost pa 


No. B-14 Na 


SWING SEATS 


The rugged, perfectly balanced American Type-C 
Select Hardwood Swing Seat is constructed of 
clear, air-dried 5/4” Maple or Oak with all edges 
smoothly rounded. Certified Malleable End Cast- 
ings encase and are riveted to the Seat Board, 
eliminating any possibility of the seat’s splitting 
and assuring much longer service, added safety. 


The American Type-C Swing Seat is 7” wide and 
17” long, the ideal size for youngsters of ele- 
mentary grade age. Seats are colorfully finished 
with three coats of famous Johnson’s Wax-O- 
Namel resistant to wear and weather. 


No. €-13 Swing Seat. No Chains.... 


FITTINGS HAVE 
EDING 50.000 POUNDS 


[REE-WAY N FITTING 
> American No. D-9 Three-Way End 


ing is built of massive Certified Malle- 
2s to lock the frame members of Swing 

Combination Units, eliminating any 
sibility of end or side-sway. Guaranteed 


AMERICAN SAFETY 
: BRER SWING SEAT 


Attractively streamlined in design, 
there are no sharp corners or mas- 
sive end castings to cause injury 
to the child; yet American’s Pat- 
ented Rubber Swing Seat has 
strength to spare, obtained by 
through-bolting a solid core of 
carefully seasoned Hardwood to 
Certified Malleable Suspension 
Castings tested to more than 50,000 
pounds tensile strength. 


The Hardwood Core of the American Safety Rubber Swing Seat is smoothly rounded on all edges and 
is encased in a heavy covering of live, shock-absorbing Rubber comfortably ribbed to prevent young- 
sters slipping off the seat. Bolts are snugly countersunk in the rubber underneath seat. Specially de- 
signed Malleable Suspension Castings provide perfect balance and remove the strain from the seat 
proper, are Hot-Dip Galvanized to rustproof. Seats are 144” thick, 644” wide and 1914” long. Un- 
matched for strength or safety, unequalled for durability and performance. 


No. RSS American Safety Rubber Swing Seat, without Chains. Wt., about 634 lbs....... 


CHAINS AND HOOKS 


—American No. 8/0 Bulldog Short Link Chain has 
been standa-d equipment at thousands of park and school playgrounds 
for 
tensil 


American No. 8/0 Short Link Chain. Per foot, Wt. % lb........ 


preferred by most experienced equipment buyers. Minimum 
ngth of 2950 lbs., Hot-Dip Galvanized to rustproof. 


—American Long Link Chain is fabricated from %% 
cold-rolled ound Steel. Links are 10%” long and are tested to 4500 
pounds tens le strength. Hot-Dip Galvanized to rustproof. 


American Long Links. Per Link, Wt. % Ib...............-20055 


, —American- No. Hooks are fabricated from Certi- 
fied Malleaiile Iron with a tensile strength exceeding 50,000 lbs. per 
square inch, are Hot-Dip Galvanized to rustproof. Employed to secure 
chains to hangers. Guaranteed against breakage. 

American No, 222 Malleable Hook. Wt., % Ib............4.-.+5 

—American Steel “S” Hooks are fabricated from %%” 
cold-rolled sound steel, can be opened and closed repeatedly without 
fracture. Atinch apparatus to chains. Hot-Dip Galvanized. 


American I o. 66 Steel “S” Hook. Wt., about % Ibs.............+ 


BASE FLANGES 
No. 15 for 1%” OD. Pine 8.38 


TWO-WAY 
END FITTING 


ELBOW FITTINGS 


SWING SEATS 


Designed for use by the larger children and adults 
on frames 12 feet and higher above ground, 
American Type-B extra heavy duty Swing Seats 
are constructed of finest air-dried, 6/4” Maple or 
Oak, with all edges smoothly rounded. Hot Gal- 
vanized, Certified Malleable End Castings encase 
and are strongly riveted to the Seat Board. 


This larger, immensely strong Type-B Swing Seat 
is 8” wide, 20” long, balanced for perfect swing- 
ing motion. Colorfully finished with famous John- 
son’s Wax-O-Namel, with “Y” Link Assemblies. 


No. B-13 Seat with “Y” Links 
INO. Chiainar .i% sede dias c Mat aaa ode sees oe 
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ey? FITTINGS 
No. AA-13 for 2%" O.D. 


AMERICAN 


Strongly constructed from finest Hardwoods, American Chair- 
Type Nursery Seats are suspended by formed Steel Rods which 
remove all strain from the seat proper. Approved and specified 
by foremost park officials from coast to coast. 


No. B-14 Nursery Swing Seat. No Chains. 20 lbs..... 


AMERICAN 
SWING HANGERS 


Especially designed for Swing Seats and Combi- 
nation Units with frames 12’ and higher above 
ground, American Type-S Swing Hangers are 
built to withstand a tremendous live load with 
complete safety. Fabricated from Certified Malle- 
ables tested to more than 50,000 Ibs. tensile 
strength, Hot Galvanized to rustproof. Equipped 
with American’s famous Oil-Impregnated Bronze 
Bearings to assure years of quiet, perfect service, 
without oiling or attention. 

No. 8-332 Hanger for 23%” O.D. Pipe, 

with Oil-Impregnated Bronze Bearing. . 

No. 8-333 Hanger for 314” 


SWING SEATS 


—<_ 


at thousands of parks and playgrounds through- 
out the nation; for American Swing Hangers are 
equipped with Oil-Impregnated Bronze Bearings 
which require no oiling or attention, deliver 
many years of quiet, trouble-free performance in 
all kinds of climates. Certified Malleables, Hot- 
Dip Galvanized to rustproof permanently. 

No. L-332 Hanger for 234” O.D. Pipe, 

with Oil-Impregnated Bronze Bearing. .% 1 .t0 


No. L-333 Hanger for 344” O.D. Pipe, 
with Oil-Impregnated Bronze Bearing.. 1.05 


Qi TR, * SPREAD FITTING 
ay 


AMERICAN CERTIFIED MALLEABLE FITTINGS HAVE 
A TENSILE STRENGTH EXCEEDING 50.000 POUNDS 


THREE-WAY EN!) FITTING 


No. €-13 Swing Seat. No Chains. ...92.20 


In ordering Swing Repair Parts, please 
state Frame Height above grou 
side Diameter of top beam and sh 
© Catalog Number. Y¥ 
enable us to fill your order cor- 
rectly. Many thanks, in advance! 


oe A 

QS comp@hion fitting to the No. D-9, illus- 
tratedFat right, the American No. D-7 Cen- 
texSpread Fitting combines massive Certi- 
fied Malleables with improved design to 
assure maximum strength and rigidity, ab- 
solute safety in your Combination Unit and 
Swing Frames. Hot-Dip Galvanized, guar- 
anteed not to break. For 234” O.D. Uprights 
with 314” 0.D. Top Beam. 


No. D-7 Center Spread Fitting 85.35 


The American No. D-9 Three-Way End 
Fitting is built of massive Certified Malle- 
ables to lock the frame members of Swing 
and Combination Units, eliminating any 
possibility of end or side-s Guaranteed 
against breakage as are all American Certi- 
fied Malleables and Hot-Dip Galvanized to 
rustproof permanently. For 234” O.D. Up- 
rights with 314” O.D. Top Beam. 

No. D-9 Three-Way End Fitting 87.60 


AMERICAN CHAINS AND HOOKS 


Short Link Chain—American No. 8/0 Bulldog Short Link Chain has 
been standa-d equipment at thousands of park and school playgrounds 
for years, is preferred by most experienced equipment buyers. Minimum 
tensile strength of 2950 lbs., Hot-Dip Galvanized to rustproof. 


American No. 8/0 Short Link Chain. Per foot, Wt. % lb.. 


..14¢ 


Lowe Link Chain—American Long Link Chain is fabricated from %” 


cold-rolled ound Steel. Links are 1034” long and are tested to 4500 
pounds tensle strength. Hot-Dip Galvanized to rustproof. 


American Long Links. Per Link, Wt. % Ib...............-..-+5 14¢ 


Malleable | oeks—American-No, 222 Hooks are fabricated from Certi- 
tied Malleaijle Iron with a tensile strength exceeding 50,000 lbs. per 
square inch, are Hot-Dip Galvanized to rustproof. Employed to secure 
chains to hangers. Guaranteed against breakage. 


American No. 222 Malleable Hook. Wt., ¥% Ib...............+++ 14¢ 


Steel “S” Hooks—American Steel “S” Hooks are fabricated from 46” 
cold-rolled sound steel, can be opened and closed repeatedly without 
fracture. Atinch apparatus to chains. Hot-Dip Galvanized. 


American |* 0. 66 Steel “‘S”? Hook. Wt., about 4 Ibs............++ 


ANDERSON 


POPULAR H-156 COMBINATION 


Rugged Frames of 17” and 23%” Tested Pipe 
locked by G-7 and B-8 Malleable Fittings, with 
four American C-13 Swing Seats, Trapeze Bar and 
Flying Rings. Hot-Dip Galvanized to rustproof. 


No. H-156 Combination Unit, 8’ Frame...8 96.75 
No. H-157 Combination Unit, 10’ Frame. ..$105.00 


H-144 COMBINATION 


Same Heavy Duty Frame con- 
struction as described at left, with 
two American C-13 Swing Seats, 
Flying Rings and Trapeze Bar. 


No. H-144 Unit, 8’ Frame 864.75 
No. H-144-A, 10’ Frame $70.65 


AN@Q. Bbw keds Seat with “i” Links, 
Wo) GNaTEE sae actin Kon ow Maas ands S $3.20 


Strongly const 
Type Nursery 
remove all str 
by foremost ps 


No. B-14 N 


H-150 COMBINATION UNIT 
Stalwart Frames of 17%” and 234” Pipe 
are rigidly locked by AA-13 and B-8 Mal- 
leable Fittings, with 23g” Climbing Pole, 
two Swings, Flying Rings and Trapeze Bar. 


No. H-150 Combination, 8 Frame... .§64.30 
NO. M151 Combination, iv’ Frame. ...%7V.0U 
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z . r No. B-135 Seat with “Y” Links. 5 i 8 5 
Se CHRENS ANE TES x lovin duct 6s nas divans "99.20 built to withstand a izemendous live load with 
Short Link Chain—American No. 8/0 Bulldog Short Link Chain has complete safety. Fabricated from Certified Malle- 


been standa-d equipment at thousands of park and school playgrounds ables tested to more than 50,000 Ibs. tensile 

f for years, is preferred by most experienced equipment buyers. Minimum strength, Hot Galvanized to rustproof. Equipped 
In ordering Swing Repair Parts, please \ tensile strength of 2950 Ibs., Hot-Dip Galvanized to rustproof. - with American’s famous Oil-Impregnated Bronze 
state Frame Height above ground, Out- American No. 8/0 Short Link Chain. Per foot, Wt. 44 Ib wr Bearings to assure years of quiet, perfect service, 
side Diameter ef top beam and show I Link Chain—American Long Link Chain is fabricated from 36” without oiling or attention. 
our Catalog Number. Your ceoperation cold-rolled ound Steel. Links are 10%” long and are tested to 4500 / No. 8-332 Hanger for 234” O.D. Pipe, 
will enable us to fill your order cor- | pounds tens le strength. Hot-Dip Galvanized to rustproof. \ 
reetly. Many thanks, in advance! } American Long Links. Per Link, Wt. % Ib. Ae 


with Oil-Impregnated Bronze Bearing. . 2.20 
No. 8-333 Hanger for 314” O.D. Pipe 


Melleable | ooks—American-No, 222 Hooks are fabricated from Certi- ry (Oe. with Oil-Impregnated Bronze Rearing 2 an 
fied Malleaisie Iron with a tensile strength exceeding 50.000 lbs. per Be) a ee = St ag ae ae 
square inch, are Hot-Dip Galvanized to rustproof. Employed to secure 3S 


S 
2 chains to hangers. Guaranteed against breakage. “AMERICAN NURS ty SWING SEATS 
{ABLE FITTINGS HAVE American No, 222 Malleable Hook. Wt., % Ib.. --14¢ | Strongly constructed from finest Hardwoods, American Chair- 
DING 20.000 POUNDS Steel “S” [ooks—American Steel “S” Hooks are fabricated from %4” ; J Type Nursery Seats are suspended by formed Steel Rods which 


cold-rolled ound steel, can be opened and closed repeatedly without * — : remove all strain from the seat proper. Approved and specified 
fracture. Attach apparatus to chains. Hot-Dip Galvanized. by foremost park officials from coast to coast. 


American 0. 66 Steel “S” Hook. Wt., about 14 Ibs.. -. B¢ z i No. B-14 Nursery Swing Seat. No Chains. 20 lbs.....65.7! 


HREE-WAY END FITTING 


le American No. D-9 Three-Way End 

ing is built of massive Certified Malle- 
les to lock the frame members of Swing 
id Combination Units, eliminating any 

ibility of end or side-sway. Guaranteed 
ainst breakage as are all American Certi- 
d Malleables and Hot-Dip Galvanized to 
tproof permanently. For 234” O.D. Up- 
thts with 314” O.D. Top Beam. 


- D-9 Three-Way End Fitting 87.60 


Myvou LL LIKE DOING BUSINE 


SS WITH AMERICAN 


If you want the very finest Playground and Swimming Pool Equipment money can buy, 


then you'll like American; for, since 1911, the best Approved Equipment has been 


built by American in Anderson. You'll like American’s low, nationally advertised 


prices, too, which today average but 17% higher than pre-war. Friendly, equitable 


adjustments, a Lifetime Guarantee against defective construction ... these are but a 


few of the many reasons why you will enjoy doing business with American. 


AMERICAN APPROVED MASTER COMBINATION UNITS ARE HIGHLY POPULAR 


Internationally popular, American Approved Heavy Duty Mas- 


” ” 


ter Combination Units have rugged Frames of 17” and 234” new 
Tested, Hot-Galvanized Steel Pipe, rigidly locked together by 
American No. G-7, No. G-8, No. AA-8 and No. AA-13 Certified 
Malleable Fittings. Perfect, lifetime performance combined with 
a variety of American Approved Apparatus to intrigue your chil- 
dren’s interest for thousands of happy, healthful play hours. 


AMERICAN REGULATION 
BASKETBALL BACKSTOPS 


American Outdoor Basketball Backstops are 
Official Regulation size, 4’ high, 6’ wide and 
are ruggedly built of 16 Gauge Sheet Steel, 
perforated to minimize wind effect and Hot- 


Galvanized to rustproof. Massive Frames 


Regularly equipped with two pairs of Flying Rings, 
two Trapeze Bars, four No. B-13 Swing Seats suspended 
from No. S-332 Oil-Impregnated Bronze Bearing 
and two Type-C See-Saws shown above. 

Master Combination Unit with Frame 
. Apparatus, 450 Ibs., Pipe, 575 1 72.75 


Master Combination Unit with Frame 
. Apparatus, 465 lbs., Pipe, 675 lbs...... 8185.75 


AMERICAN RANGER COMBINATIONS 


Strongly constructed with Frames of 1%” and 236” Tested, Hot- 
Galvanized Steel Pipe, locked together by American No. B-8 and 
No. AA-8 Certified Malleable Fittings, th se popular units pro- 
vide a wide range of healthful play-exer opportunities for the 
with complete safety. Heavy Duty equipped with two 
n No. Seats, Trapeze Bar, Regulation Hori- 
zontal Bar, Type-C w, Oil-Impregnated Bronze Bearing 
Hangers and No. 8/0 Short Link Chains—as described herein. 
% Ranger Combination Unit with Frame 
t. Apparatus, 310 Ibs., Pipe. Ibs. 893.00 
% Ranger Combination Unit with Frame 
10’ high, Wt. Apparatus, 316 lbs., Pipe, 330 Ibs........899.75 


AMERICAN WAVE 
STRIDE UNITS 


American Approved Wave 
Stride Units are safer, more 
popular than Giant Strides. 
have an 8’ Wave Circle sus- 
pended on tie Chains from 


AMERICAN’S NEW ALI EL SLIDES ARE 
UNEQUALED IN DESIGN AND DURABILITY 


Engineered to deliver perfect, repair-free performance for a lifetime, 
the Chute Siderails of these entirely new American All-Steel Slides 
are fabricated from extra heavy wall, Elliptically shaped, flat base 
Steel Tubing full 4” deep by 134” wide, Hot-Galvanized to rustproof 
permanently. Chute Bedways of ex heavy gaugesArinco Ingot Iron 
or Allegheny Stainless Steel are d to a Siderails by 
Expansion Screws spaced 3” apar troely reinforce, 3” wide, 
deep russed Steel Battens every 14-inches di eh 


Superior performance, lifetime durabili Ke absolute. ite . 

further assured by spec.al American Certified Mall ligiiile Fittings, 
tested to over 50,000 lbs. ‘ensile strength, which aio Chute, large 
1614” by 23” Malleable Safety Platform, roomy Non-Slip Safety Stair 
Treads, Safety Handrails and 17%” Tested Steel Pipe Stairway Risers 
and Supports into a treniendously strong, integral unit. There is no 
finer, more durable Slid> built today, regardless of make or price. 


AMERICA’S FINEST STRAIGHT CHUTE SLIDES 


Length Height 


Catalog Chate Platform Weight 
Steel Slide 10-ft. 5-ft. 350 Ibs. 
Steel Slide | 12-ft.  6-ft. 
Steel Slide 16-ft.  8-ft. 
Steel Slide 20-ft. 10-ft. 
Steel Slide 30-ft. 15-ft. 


S FINEST WAVE CHUTE SLIDES 
8132.50 8164.50 


AMERIC. 
Wo. WMS-I16 Steel Slide 16-ft. 8-ft. 5751 


THE NATION’S MOST POPULAR 


Unrivaled in popularity, many plus features are 
American Deluxe Slide Combinations to provide a 
activities for your children, added years of s 


Swinging, Sliding, See-Sawing, 


they’re all here i 


American Approved Equipment includes the new, 
fully described at left, two Type-C See-Saws, four Ne 


Oil-Impregnated Bronze Bear 


g Hange’ alwart 


by No. G-7, No. AA-8 and No. AA-13 Certified Ma 


48-MS Combination Unit with Swing Frame 
No. H-248-MS Combination Unit with Swing Frame 


nelude Armco Ingot Iron Slide Bee 


AMERICAN TYPE-C SEE-SAWS 


American Heavy Duty Type 
rds saddle-shaped for max 


C See-Saws are built of 


mum comfort, finisht 


BUSINESS WITH AMERICAN 


and Swimming Pool Equipment money can buy, 
1911, the best Approved Equipment has been ak 2 ; = ‘ : : ae 
Vll like American’s low, nationally advertised ~ : ee j = 
17% higher than pre-war. Friendly, equitable 
inst defective construction ... these are but a 
enjoy doing business with American. 

FTI sae 


CAN PLA) ,ROUM DE ECD. 


i! 
‘ 
} 

iy 
ra 
tr 

H 

{ 

4 

{ 


MBINATION UNITS ARE HIGHLY POPULAR AMERICAN’S NEW ALL-STEEL SLIDES ARE THE NATION’S MOST POP R COMBINATIONS 
Duty Mas- Regularly equipped with two pairs of Flying Rings, UNEQUALED IN DESIGN AND DURABILITY Unrivaled in popularity, many plus features are built-in these superior 
1 234” new two Trapeze Bars, four No. B-13 Swing Seats suspended . ¥ . - Je American Deluxe Slide Combinations to provide a wide range of ideal play 
ygether by from No. S-332 Oil-Impregnated Bronze Bearing Engineered to deliver perfect, repair-free performance for a lifetime, activities for your children, added years of service with maximum safety. 


Certified Hangers and two Type-C See-Saws—as shown above. the Chute Siderails of these entirely new American All-Steel Slides Swinging, Sliding, See-Sawing, they’re all here in these splendid Units. 
No. H-152 Master Combination Unit with Frame are fabricated from extra heavy wall, Elliptically shaped, flat base 


bi i T . 
bined yath 10’ high, Wt. Apparatus, 450 lbs., Pipe, 575 Ibs...... $172.75 Steel Tubing full 4” deep by 134” wide, Hot-Galvanized to rustproof American Approved Equipment includes the new, extra-heavy-duty All-Steel 16’ Wave Chute Slide, 
? fully described at left, two Type-C See-Saws, four No. C-13 Swing Seats, No. 8/0 Chains and No. L-332 


Oil-Impregnated Bronze Bearing Hangers. Stalwart Framesof 17” and 234” Tested Steel Pipe are locked 
by No. G-7, No. AA-8 and No. AA-13 Certified MalleableFittings. Hot-Dip Galvanized to rustproof. 


No. H-148-MS Combination Unit with Swing Frame 8’ high. Apparatus, 675 Ibs., Pipe, 300 lbs. $199.85 


your chil- ay MF acoi Ee > 
? No. H-153 Master Combination Unit with Frame permanently. Chute Bedways of extra heavy gaugesArimco Ingot Iron 


lay | Se 12’ high, Wt. Apparatus, 465 lbs., Pipe, 675 lbs. . 8185.75 eis Bi rer . 
ais “ee sa aes . ss or Allegheny Stainless Steel are rigidly cured to the Siderails by 


AMERICAN RANGER COMBINATIONS Expansion Screws spaced 3” apart, strorgly reinforeag iS 3” wide, 
bedw. 


wi 
Strongly constructed with Frames of Tested, Hot- deeply Trussed Steel Battens every 14-inches dowrj th ay. : ; a ewe Bee ‘aga 
Galvanized Steel Pipe, locked together by American No. B:8 and “a No. H-248-MS Combination Unit with Swing Frame 10’ high. Apparatus, 700 lbs., Pipe, 375 lbs 224.50 


No..AA‘8 Certified Malleable Fittings, these popular unite pro- Superior performance, lifetime durability Ge absolute giffety are x4 Above prices include Armco Ingot Iron Slide Bedway. For Stainless Steel Bedways, please add $32.00. 
vide a wide range of healthful play-exercise opportunities for the further assured by spec.al American Certified Malletbie Fittings, 
youngsters with complete safety. Heavy Duty equipped with two 2d to over 50,000 lbs. ve e strength, whick gil the Chute, large 
American No. C-13 Sw ats, Trapeze Bar, Regulation Hori- % 93” V Platf i ad z a 
zontal Bar; Type:C See-Saw, OilImpregnated Bronze Bearing ,” by 23” Malleable Safety Platform, roomy’ Non-Slip Safety Stair 
Hangers and No. 8/0 Short Link Chains—as described herein, Treads, Safety Handrails and 17%” Tested Steel Pipe Stairway Risers 
No. H-145 Ranger Combination Unit with Frame and Supports into a treniendously strong, integral unit. There is no 
igh, Wt. Apparatus, 310 lbs., Pipe, 285 Ibs.........893.00 finer, more durable Slid> built today, regardless of make or price. 
No. H-245 Ranger Combination Unit with Frame 
10’ high. . Apparatus, 316 Ibs., Pipe, 330 1 +» 899.75 AMERICA’S FINEST STRAIGHT CHUTE SLIDES 
Length Height With Bedways of 
. 4 T ° to ARMCO ALI HED 
ATION AMERICAN WAVE in Catalog Chute Platform Weight Ingot Iron Stainless Steel 
<cSTOPS STRIDE UNITS fai \ No. SMS-10 Steel Slide 10-ft. 5-ft. 350 8 78.75 $ 98.75 
\ No. SMS-12 Steel Slide 12-ft.  6-ft. 2 ae 89. 
ackstops are American Approved Wave / ay Steel Slide 16-ft.  8-ft. Z 
@ wide and Stride Units are safer, more \ Steel Slide 20-ft. 10-ft. 157.50 
nee popular’ than’. Giant Strides, Steel Slide 30-ft. 15-ft. .. 247.75 


have an 8’ Wave Circle sus- = } Eh ee 24 
ect and Hot. pended on 8/0 Chains from AMERICA’S FINEST WAVE CHUTE SLIDES American Heavy Duty Type-C See-Saws are built of finest 8/4” Oregon Fir, are 10” wide, 10’ long, with 


ve Frames Ro ieee - pay pe teel Slide |16-ft. 8-ft. s - - " e bricht Johnson’s Wax-O-Namel. 234” Tested 


AMERICAN APPROVED 
Internationally popular, American Approved Heavy Duty Mas- 


ter Combination Units have rugged Frames of 17" and 234” new 
Tested, Hot-Galvanized Steel Pipe, rigidly locked together by 
American No. G-7, No. G-8, No. AA-8 and No. AA-13 Certified 
Malleable Fittings. Perfect, lifetime performance combined with 
a variety of American Approved Apparatus to intrigue your chil- 


dren’s interest for thousands of happy, healthful play hours. 


AMERICAN ad I 
BASKETBALL BACKSTOPS 


American Outdoor Basketball Backstops are 
Official Regulation size, 4’ high, 6’ wide and 
are ruggedly built of 16 Gauge Sheet Steel, 
perforated to minimize wind effect and Hot- 
Galvanized to rustproof. Massive Frames 
are 8/4” Douglas Fir strongly thru-bolted, 
finished in Johnson’s Wax-O-Namel. 


No. B-23 Backstops with OR-W Official 
Goals and B-26 Supports. Pair 5 é 


Strong and durably built to deliver perfect lifetime service, American Junior and Senior Horizontal Ladders have 


COMBINATION UNITS ARE HIGHLY POPULAR 


Regularly equipped with two pairs of Flying Rings, 
two Trapeze Bars, four No. B-13 Swing Seats suspended 
from No. S-332 Oil-Impregnated Bronze Bearing 
Hangers and two Type-C See-Saws—as shown above. 


No. H-152 Master Combination Unit with Frame 
10’ high, Wt. Apparatus, 450 Ibs., Pipe, 575 lbs...... ’ 
No. H-153 Master Combination Unit with Frame 
12’ high, Wt. Apparatus, 465 lbs., Pipe, 675 Ibs......4 


AMERICAN COMBINATIONS 


Strongly constructed with Frames of 1%” and 236” Tested, Hot- 
Galvanized Steel Pipe, locked together by American No. B-8 and 
No. AA-8 Certified Malleable Fittings, these popular units pro- 
vide a wide range of healthful play-exercise opportunities for the 
youngsters with complete safety. Heavy Duty equipped with two 
American No. C-13 Swing Seats, Trapeze Bar, Regulation Hori- 
zontal Bar, Type-C See-Saw, Oil-Impregnated Bronze Bearing 
Hangers and No. 8/0 Short Link Chains—as described herein. 


No. H-145 Ranger Combination Unit with Frame 
8’ high, Wt. Apparatus, 310 lbs., Pipe, 285 Ibs.........893. 


No. H-245 Ranger Combination Unit with Frame 
10’ high, Wt. Apparatus, 316 Ibs., Pipe, 330 Ibs....... 894 


AMERICAN 
} UNITS 


American Approved Wave 
Stride Units are safer, more 
popular than Giant Strides, 
have an 8’ Wave Circle sus- 
pended on 8/0 Chains from 
Revolving Assembly. Certified 
Malleable Fittings, Hot-Dip 
Galvanized throughout. 


No. SW-1 Senior Wave 
Stride 10’ high...... 5 


LADDER UNITS; 


American Approved 
Heavy Duty Horizontal 
Ladders provide ideal 
play-exercise for the 
youngsters, help greatly 
to develop the child’s 
back, chest, shoulder and 
abdominal muscles, are a 
must for well equipped, 
well planned play areas. 


Main Members of 234” Tested Steel Pipe joined by special, internal Elbow Fittings which have no protruding bolts 


or nuts. Ladder and Stair Runes are inset and firmly locked in the Mains by heavy Rivets, finished round and 


AMERICAN’S &t 
CONSTRUCTION ASS 
DURABILITY, OUTSTANDING BOARD PERFORMANCE 


AMERICAN’S NEW SLIDES ARE 
UNEQUALED IN DESIGN AND DURABILITY 


Engineered to deliver perfect, repair-free performance for a lifetime, 
the Chute Siderails of these entirely new American All-Steel Slides 
are fabricated from extra heavy wall, Elliptically shaped, flat base 
Steel Tubing full 4” deep by 134” wide, Hot-Galvanized to rustproof 
permanently. Chute Bedways of extra heavy gauge2Arinco Ingot Iron 
or Allegheny Stainless S:eel are rigidly secured to the Siderails by 
Expansion Screws spaced 3” apart, strorgly reinforced hy) 3” wide, 
deeply Trussed Steel Battens every 14-inches dow) thébedway. 


Superior performance, lifetime durability GE Absolute asftty are 
further assured by spec.al American Certified Mallgsble Fittings, 
tested to over 50,000 Ibs. ‘ensile strength, whicl dgok’ the Chute, large 
1614" by 23” Malleable Safety Platform, roompNon Slip Safety Stair 
Treads, Safety Handrails and 17" Tested Steel Pipe Stairway Risers 
and Supports into a treniendously strong, integral unit. There is no 


finer, more durable Slid> built today, regardless of make or price. 


AMERICA’S FINEST 5 i SLIDES 
Length Height With Bedways of 
of to ARMCO LLEGHENY 
Catalog Chute Platform Weight Ingot Iron Stainless Steel 


SMS-10 Steel Slide 10-ft. 5-ft. 350 Ibs...... 
Steel Slide 12-ft. 6-ft. 425 Ibs. 
Steel Slide 16-ft. 8-ft.. 575 Ibs. 
Steel Slide 20-ft. 10-ft. 750 Ibs. 
No. SMS-30 Steel Slide 30-ft. 15-ft. 1000 lbs 


No. 


AMERICA’S FINEST ‘E SLIDES 


No. WMS-16 Steel Slide |16-ft. 8-ft. 575 Ibs...... 
No. WMS-20 Steel Slide | 20-ft. 10-ft. 750 Ibs...... 
No. WMS-30 Steel Slide | 30-ft. 15-ft. 1000 Ibs...... 


AMERICAN ED REGULATION DIVING BOARDS Fe 
gi d to eliminate all t 

These entirely new American Official Regulation Diving Boards are built from finest, clear, Bea OS wile ee a 4 

: sat, Scie iets A e hazards of sharp corners, ugly “U” Bolts, 

Dense Grain Douglas Fir by American’s exclusive process which employs a special waterproof SNS eg ee ee. eek, Cie eee 


NEW SOLID LAMINATED 
(RES MAXIMUM STRENGTH AND 


THE NATION’S 


Unrivaled in popularity, many plus features are 
American Deluxe Slide Combinations to provide a 
activities for your children, added years of service 
Swinging, Sliding, See-Sawing, they’re all here ij 


American Approved Equipment includes the new, 
fully described at left, two Type-C See-Saws, four Ne 
Oil-Impregnated Bronze Bearing Hangers. Stalwart] 
by No. G-7, No. AA-8 and No. AA-13 Certified Ma 
No. H-148-MS Combination Unit with Swing Frame 
No. H-248-MS Combination Unit with Swing Frame 


~% Above prices includ 


AMERICAN T SEE-SAWS j 
f 


American Heavy Duty Type-C See-Saws are built o 

Boards saddle-shaped for maximum comfort, ae 
Pipe Frames, Malleable Fittings, Adjustable Fuler 
No. €-162 American Heavy Duty Two Board Unit, cor 


No. C-164 American Heavy Duty FourBoard Unit, cor 
No. C-166 American Heavy Duty Six Board Unit, cor 


AMERICAN CASTLE T ERS 
EXCEL IN MODERN DESIGN 


Originated to satisfy safely the climbing 
instinct inherent in all children and to 
provide a much wider, far more intriguing 
range of Ideal climbing-play-exercise activi- 
ties, American Approved Castle Towers are 
in use at thousands of schools, parks and 
playgrounds, enjoy nation-wide acceptance 
among foremost Recreation Directors and 
Educators as the very finest Approved 
Climbing Structures manufactured today. 


OMBINATION UNITS ARE HIGHLY POPULAR 


Duty Mas- 
d 234” new 
»gether by 
3 Certified 
bined with 
- your chil- 


Regularly equipped with two pairs of Flying Rings, 
two Trapeze Bars, four No. B-13 Swing Seats suspended 
from No. S-332 Oil-Impregnated Bronze Bearing 
Hangers and two Type-C See-Saws—as shown above. 
No. H-152 Master Combination Unit with Frame 
10’ high, Wt. Apparatus, 450 Ibs., Pipe, 575 Ibs...... : 


No. H-153 Master Combination Unit with Frame 
12’ high, Wt. Apparatus, 465 lbs., Pipe, 675 Ibs...... § 


AMERICAN COMBINATIONS 


Strongly constructed with Frames of 17%” and 2%” Tested, Hot- 
Galvanized Steel Pipe, locked together by American No. B-8 and 
No. AA-8 Certified Malleable Fittings, these popular units pro- 
vide a wide range of healthful play-exercise opportunities for the 
youngsters with complete safety. Heavy Duty equipped with two 
American No, C-13 Swing Seats, Trapeze Bar, Regulation Hori- 
zontal Bar, Type-C See-Saw, Oil-Impregnated Bronze Bearing 
Hangers and No. 8/0 Short Link Chains—as described herein. 


lay hours. 


No. H-145 Ranger Combination Unit with Frame 
8’ high, Wt. Apparatus, 310 Ibs., Pipe, 285 lbs........ « 
No. M-245 Ranger Combination Unit with Frame 
10’ high, Wt. Apparatus, 316 Ibs., Pipe, 330 Ibs........89$ 


L, ON AMERICAN 
KSTOPS UNITS 


ckstops are American Approved Wave 


6’ wide and Stride Units are safer, more 
Sheet Steel, popular than Giant Strides, 
ctiaiet Hot. have an 8’ Wave Circle sus- 
ct a - 


pended on 8/0 Chains from 
Revolving Assembly. Certified 
Malleable Fittings, Hot-Dip 


sive Frames 
thru-bolted, 


jamel. Galvanized throughout. 
R-W Official No. SW-1 Senior Wave 
. 07.75 Stride 10’ high...... f 


LADDER UNITS, 


American Approved 
Heavy Duty Horizontal 
Ladders provide ideal 
play-exercise for the 
youngsters, help greatly 
to develop the child’s 
back, chest, shoulder and 
abdominal muscles, are a 
must for well equipped, 
well planned play areas. 


srvice, American Junior and Senior Horizontal Ladders have 
ecial, internal Elbow Fittings which have no protruding bolts 
ly locked in the Mains by heavy Rivets, finished round and 


AMERICAN 


CONS 


DURABILITY, OUTS 


AMERICAN 


AMERICAN’S NEW SLIDES ARE 
UNEQUALED IN DESIGN AND DURABILITY 


Engineered to deliver perfect, repair-free performance for a lifetime, 
the Chute Siderails of these entirely new American All-Steel Slides 
are fabricated from extra heavy wall, Elliptically shaped, flat base 
Steel Tubing full 4” deep by 134” wide, Hot-Galvanized to rustproof 
permanently. Chute Bedways of extra heavy gaugexArinco Ingot Iron 
or Allegheny Stainless Steel are rigidly seeuged to the Siderails by 
Expansion Screws spaced 3” apart, strongly reinforced) 3” wide, 
deeply Trussed Steel Battens every 14-inches down) the-bedway. 

Superior performance, lifetime durability ge absolute, Sty are 
further assured by spec.al American Certified Maleate Fittings, 
tested to over 50,000 lbs. iensile strength, whick Jgsk the Chute, large 
1614" by 23” Malleable Safety Platform, rooms>Non Slip Safety Stair 
Treads, Safety Handrails and 17%” Tested Steel Pipe Stairway Risers 
and Supports into a tremendously strong, integral unit. There is no 
finer, more durable Slid> built today, regardless of make or price. 


AMERICA’S FINEST | TE SLIDES 
Length Height With Bedways of 
of to ARMCO  ALLEGHENY 


Catalog Chute Platform Weight 
No. SMS-10 Steel Slide 10-ft. 5-ft. 350 Ibs 
Steel Slide 12-ft. 6-ft. 425 Ibs. 
Steel Slide 16-ft.  8-ft. 575 Ibs. 
Steel Slide 20-ft. 10-ft. 750 Ibs. 2 
No. SMS-30 Steel Slide 30-ft. 15-ft. 1000 Ibs...... 


Ingot Iron Stainless Steel 


AMERICA’S FINEST 


No. WMS-16 Steel Slide | 16-ft. 8-ft. 575 Ibs...... § 
No. WMS-20 Steel Slide» 20-ft. 10-ft. 750 Ibs...... 
No. WMS-30 Steel Slide 30-ft. 15-ft. 1000 Ibs...... 


onte 


NEW SOLID LAMINATED 
RUCTION ASSURES MAXIMUM STRENGTH AND 
NDING BOARD PERFORMANCE 


REGULATION DIVING BOARDS 


These entirely new American Official Regulation Diving Boards are built from finest, clear, 
Dense Grain Douglas Fir by American’s exclusive process which employs a special waterproof ss 


THE NATION’S COMBINATIONS La y 


Unrivaled in popularity, many plus features are built-in these superior 
American Deluxe Slide Combinations to provide a wide range of ideal play 
activities for your children, added years of service with maximum safety. 
Swinging, Sliding, See-Sawing, they’re all here in these splendid Units. 


American Approved Equipment includes the new, extra-heavy-duty All-Steel 16’ Wave Chute Slide, 
fully described at left, two Type-C See-Saws, four No. C-13 Swing Seats, No. 8/0 Chains and No. L-332 
Oil-Impregnated Bronze Bearing Hangers. Stalwart Frames of 17%” and 234” Tested Steel Pipe are locked 
by No. G-7, No. AA-8 and No. AA-13 Certified MalleableFittings. Hot-Dip Galvanized to rustproof. 


No. H-148-MS Combination Unit with Swing Frame 8’ high. Apparatus, 675 lbs., Pipe, 300 lbs.. 
No. H-248-MS Combination Unit with Swing Frame 10’ high. Apparatus, 700 Ibs., Pipe, 375 lbs.. 


AMERICAN SEE-SAWS EXCEL IN DESIGN, DURABILITY 


American Heavy Duty Type-C See-Saws are built of finest 8/4” Oregon Fir, are 10” wide, 10’ long, with 
Boards saddle-shaped for maximum comfort, finished in bright Johnson’s Wax-O-Namel. 234” Tested 
Pipe Frames, Malleable Fittings, Adjustable Fulcrums and Safety Handles are Hot-Dip Galvanized. 
No. C-162 American Heavy Duty Two Board Unit, complete. Weight, 200 Ibs..............++ 


No. C-164 American Heavy Duty FourBoard Unit, complete. Weight, 325 Ibs.. y 
No. C-166 American Heavy Duty Six Board Unit, complete. Weight, 525 Ibs..........6.se cece cee e ee BOE x. 


AMERICAN CA: E ‘ 
EXCEL IN MODERN DESIGN 


Originated to satisfy safely the climbing 
instinct inherent in all children and to 
provide a much wider, far more intriguing 
range of Ideal climbing-play-exercise activi- 
ties, American Approved Castle Towers are 
in use at thousands of schools, parks and 
playgrounds, enjoy nation-wide acceptance 
among foremost Recreation Directors and 
Educators as the very finest Approved 
Climbing Structures manufactured today. 


Expertly engineered to eliminate all the 
hazards of sharp corners, ugly “U” Bolts, 


American Approved 
Heavy Duty Horizontal 
Ladders provide ideal 
play-exercise for the 
youngsters, help greatly 
to develop the child’s 
back, chest, shoulder and 
abdominal muscles, are a 
must for well equipped, 
well planned play areas. 


Strong and durably built to deliver perfect lifetime service, American Junior and Senior Horizontal Ladders have 
Main Members of 234” Tested Steel Pipe joined by special, internal Elbow Fittings which have no protruding bolts 
or nuts. Ladder and Stair Rungs are inset and firmly locked in the Mains by heavy Rivets, finished round and 
smooth. Hot-Dip Galvanized throughout to rustproof. Shipped in three sections, quickly and easily assembled. 


No. €-17 Junior Horizontal Ladder, complete. Length, 12-feet; height above ground, 6-feet. Weight, 250 Ibs......... 
No. B-17 Senior Horizontal Ladder, complete. Length, 16-feet; height above ground, 7%-feet. Weight, 350 Ibs......... 


Here’s ‘INE 
Merry-Go-Round 


Developed originally for 
clients with limited budg- 
ets, steadily increased de- 
mand for these popular 
American Merry-Go- 
Rounds makes it possible 
for us to build in larger 
volume and to supply 
these much finer units 
at amazingly low prices. 


Unmatched in nation-wide popularity, these American Approved Heavy Duty Merry-Go-Rounds have Frame Mem- 
bers of 114,” Tested Steel Pipe locked by Certified Malleable Fittings, rigidly braced and counterbraced to assure 
years of perfect service under severest use. Ball Bearing Head Assembly revolves on a 214” cold-rolled Steel Shaft 
housed in 314" 'l'ested Steei ripe, provides excepuonally smoota, easy motion even when loaded to capacity. Seats 
are 10’ in diameter, constructed of finest 8/4” Oregon Fir, with Safety Enclosure Platform of very finest Fir or 
Hardwoods, finished in bright Johnson’s Wax-O-Namel. All steel parts are Hot-Dip Galvanized to rustproof. 


No. M-3 Heavy Duty Merry-Go-Round, complete but without Enclosure Platform shown. Wt., 500 Ibs..........- 8104.75 
No. ME-3 Heavy Duty Merry-Go-Round, complete with Safety Enclosure Platform shown. Wt., i 


NEW PICNIC GRILLES ARE 
UNEQUALED IN DESIGN AND EFFICIENCY 


Developed through years of experiment and exhaustive tests, the 
new All-American Picnic Grill embodies scores of plus-features 
present in no other unit now built, has won the enthusiastic approv- 
al of every talented Chef who has tried it. Faster, easier fire 
kindling, uniformly even heat to the exact intensity desired 
through positive draft control guarantees succulent, mouth-water- 
ing meals, tenderer, juicier, more delicious steaks, chops and 
barbecues. Grills, bakes or warms; burns charcoal, wood or coal. 


Massive One-Piece Oven, removable Grate, waffle-type Top Grids, 
six-way adjustable Draft Door and Portable Base are cast from 
extra heavy Stove Iron with Draft Door Handle of Malleable Iron. 
Grill provides full 2514” by 24” grilling and warming area when 
Top Grids are swung open, revolves on 234” Support to permit 
cooking to windward, is easily removed for storage. Larger bake 
oven, air chamber and ash pit. perfect draft control assure much 


LADDER UNITS, 


AMERICAN’S &t 
CONSTRUCTION ASSURES MAXIMUM STRENGTH AND 
DURABILITY, OUTSTANDING BOARD PERFORMANCE 


REGULATION DIVING BOARDS 


These entirely new American Official Regulation Diving Boards are built from finest, clear, 
Dense Grain Douglas Fir by American’s exclusive process which employs a special waterproof 
glue and machine glueing under hea andes ire to weld the twelve Laminated Sections into 
a rugged integral unit. Concealéf} internal Wood Dowels eliminate the need for throughbolts 
or battens, assure ideal flexibility, greater ee superior performance. Official 20” wide, 
3” thick at base tapered to 114” eB ‘Fini AMY in famous Johnson’s White Wax-O-Namel. 


Special American Official eth: Diving Board, ’ long, with Cocoa Matting. 200 Ibs....... 
No. 1420 American Official Regulation Divi, aia 4”long, with Cocoa Matting. 225 Ibs.......9% 
No. 1620 American Official Regulatigg§ ithe Board, 16’ long, with Cocoa Matting: 260 Ibs:....... 


AMERICAN 


LADDERS 


The nation’s most popular 
Pool Ladder. 1%” Steel 
Pipe, Malleable Treads and 
Fittings. Hot-Galvanized. 
No. A-3 Pool Ladder, 
for } 001 depth of 3’... 
No. A-4 Pool Ladder, 
for pool depth of 4’... 
No.‘A-5 Pool Ladder, 
for } ool depth of 5’... 
No. A-6 Pool Ladder, 
for yJool depth of 6'...8 
Ne.’ 8-7 Pool Ladder. 
for } »ol depth of 7’... 


Vi > CHAIRS 


Streamlined, ruggedly con- 
structed of 1%” Tested 
Pipe. Malleable Fittings, 
Hoy Galvanized through- 
out ‘o rustproof. 

No. LGC Life Guard hele 
without Buoys ........ 


No. LGC-3 Guard Chair with 
two ».B-24 Buoys......87 


FOOT BATHS 


Molded from fine, soft 
Rubber, 20” diameter, 


3” deep, the most eco- 
nomical, most efficient FINEST 
size for public use. COCOA MATTING 


No. RFB Rubber Foot 18” Width, per lineal foot....27¢ 
Bath, cartoned ....$9.75 36” Width, per lineal foot... 


AMERICAN CASTLE T TERS 
EXCEL IN MODERN DESIGN 


Originated to satisfy safely the climbing 
instinct inherent in all children and to 
provide a much wider, far more intriguing 
range of Ideal climbing-play-exercise activi- 
ties, American Approved Castle Towers are 
in use at thousands of schools, parks and 
playgrounds, enjoy nation-wide acceptance 
among foremost Recreation Directors and 
Educators as the very finest Approved 
Climbing Structures manufactured today. 


Expertly engineered to eliminate all the 
hazards of sharp corners, ugly “U” Bolts, 
rough or imperfect welds, open pipe ends 
and varying pipe sizes and to eliminate the 
monotony of rectangular, cellular bays, 
American Approved Castle Towers purpose- 
ly are circular in design, an American plus- 
feature which assures far greater Safety, 
larger capacities and much more beneficial 
play-exercise action for your youngsters. 


a On CONSTRUCTION 


Immensely strong, almost indestructible, 
American Approved Castle Towers purpose- 
ly have all Members fabricated from 1¥ 4” 
Tested Pipe so that the smaller children, 
too, can maintain a firm, safe grip on all 
members. Interlocked by special All-Steel 
Fittings, which through-bolt all sections for 
maximum strength, all American Fittings, 
Bolt Heads and Nuts are smoothly rounded. 
Designed to develop the child’s morale and 
physique, net as easy ladder climbs, Pri- 
mary Units have Rounds ideally spaced 21” 
apart on centers; other Units, 24” apart. 


WHY CASTLE TOWERS 4 >) 
T MORE DURABLE 


American’s All-Steel 
Fittings through-bolt 
to develop tremendous 
Structural Strength. 
Hot-Dip Galvanizing 
then rustproofs every 
member for a lifetime. 


LADDER UNITS 
American Approved 
Heavy Duty Horizontal 
Ladders provide ideal 
play-exercise for the 
youngsters, help greatly 
to develop the child’s 
back, chest, shoulder and 
abdominal muscles, are a 
must for well equipped, 
well planned play areas. 


ervice, American Junior and Senior Horizontal Ladders have 
ecial, internal Elbow Fittings which have no protruding bolts 
ly locked in the Mains by heavy Rivets, finished round and 
of. Shipped in three sections, quickly and easily assembled. 


2-feet; height above ground, 6-feet. Weight, 250 Ibs... 
§-feet; height above ground, 7%-feet. Weight, 350 Ibs... 


Here’s ) 
Merry-Go-Round 


Developed originally for 
clients with limited budg- 
ets, steadily increased de- 
mand for these popular 
American Merry-Go- 
Rounds makes it possible 
for us to build in larger 
volume and to supply 
these much finer units 
at amazingly low prices. 


an Approved Heavy Duty Merry-Go-Rounds have Frame Mem- 
[alleable Fittings, rigidly braced and counterbraced to assure 
ng Head Assembly revolves on a 214” cold-rolled Steel Shaft 
ally smooth, easy motion even when loaded to capacity. Seats 
on Fir, with Safety Enclosure Platform of very finest Fir or 
amel. All steel parts are Hot-Dip Galvanized to rustproof. 


hout Enclosure Platform shown. Wt., 500 Ibs. 8 5 
ifety Enclosure Platform shown. Wt., 725 lbs, . B12B.5¢ 


W ALL 1E CAN PICNIC GRILLES ARE 
EQUALED IN DESIGN AND EFFICIENCY 


loped through years of experiment and exhaustive tests, the 
All-American Picnic Grill embodies scores of plus-features 
nt in no other unit now built, has won the enthusiastic approv- 
' every talented Chef who has tried it. Faster, easier fire 
ling, uniformly even heat to the exact intensity desired 
igh positive draft control guarantees succulent, mouth-water- 
meals, tenderer, juicier, more delicious steaks, chops and 
ecues. Grills, bakes or warms; burns charcoal, wood or coal. 


ive One-Piece Oven, removable Grate, waffle-type Top Grids, 
ay adjustable Draft Door and Portable Base are cast from 
| heavy Stove Iron with Draft Door Handle of Malleable Iron. 
provides full 2514” by 24” grilling and warming area when 
Grids are swung open, revolves on 234” Support to permit 
ing to windward, is easily removed for storage. Larger bake 
air chamber and ash pit. perfect draft control assure much 


AMERICAN’S &4 
CONSTRUCTION ASSURES MAXIMUM STRENGTH AND 
DURABILITY, OUTSTANDING BOARD . PERFORMANCE 


AMERICAN 


These entirely new American Official Regulation Diving Boards are built from finest, clear, 


REGULATION DIVING BOARDS 


Dense Grain Douglas Fir by American’s exclusive process which employs a special waterproof 
glue and machine glueing under heat epaiiteltire to weld the twelve Laminated Sections into 
a rugged integral unit. Conceal Hiternal Wood Dowels eliminate the need for throughbolts 
or battens, assure ideal flexibility, greater st th, superior performance. Official 20” wide, 
3” thick at base tapered to 114” ees" “Fink OD i in famous Johnson’s White Wax-O-Namel. 


S pecial American Official Regulation Diving Board, ]%’ long, with Cocoa Matting. 200 lbs... 
No. 1420 American Official Regulation Divi 7; 14 long, with Cocoa Matting. 225 Ibs.......8! 
No. 1620 American Official Regulatigyiving Board, 16’ long, with Cocoa Matting. 260 lbs....... 


LADDERS 


The nation’s most popular 
Pool Ladder. 1%” Steel 
Pipe, Malleable Treads and 
Fittings. Hot-Galvanized. 
No. A-3 Pool Ladder, 

for ,00l depth of 3’... 834.56 
No. A-4 Pool Ladder, 

for yool depth of 4’.. .837.25 
No. A-5 Pool Ladder, 
for fol depth of 5’...4 
No. A-6 Pool Ladder, 
for yjool depth of 6’... 


Neo, S-7 Pool Ladder. 
for 1 »0l depth of 7’...8 


CHAIRS 


Streamlined, ruggedly con- 
structed of 1%” Tested 
Pipe. Malleable Fittings, 
Ho: Galvanized through- 
out ‘o rustproof. 

No. LGC Life Guard Chair, 
without Buoys ........862 


No. LGC-3 Guard Chair with 
two »sB-24 Buoys...... 


FOOT BATHS 
Molded from fine, soft 
Rubber, 20” diameter, 


3” deep, the most eco- 
nomical, most efficient FINEST h TED 
size for public use. COCOA MATTING 


No. RFB Rubber Foot 18” Width, per lineal foot... .% 
Bath, cartoned . 36” Width, per lineal foot... .5- 


AMERICAN 
EXCEL IN MODERN DESIGN 


Originated to satisfy safely the climbing 
instinct inherent in all children and to 
provide a much wider, far more intriguing 
range of Ideal climbing-play-exercise activi- 
ties, American Approved Castle Towers are 
in use at thousands of schools, parks and 
playgrounds, enjoy nation-wide acceptance 
among foremost Recreation Directors and 
Educators as the yery finest Approved 
Climbing Structures manufactured today. 


Expertly engineered to eliminate all the 
hazards of sharp corners, ugly “U” Bolts, 
rough or imperfect welds, open pipe ends 
and varying pipe sizes and to eliminate the 
monotony of rectangular, cellular bays, 
American Approved Castle Towers purpose- 
ly are circular in design, an American plus- 
feature which assures far greater Safety, 
larger capacities and much more beneficial 
play-exercise action for your youngsters. 


E 13 CONSTRUCTION 


Immensely strong, almost indestructible, 
American Approved Castle Towers purpose- 
ly have all Members fabricated from 144" 
Tested Pipe so that the smaller children, 
too, can maintain a firm, safe grip on all 
members. Interlocked by special All-Steel 
Fittings, which through-bolt all sections for 
maximum strength, all American Fittings, 
Bolt Heads and Nuts are smoothly rounded. 
Designed to develop the child’s morale and 
physique, met as easy ladder climbs. Pri- 
mary Units have Rounds ideally spaced 21” 
apart on centers; other Units, 24” apart. 


WHY CASTLE TOWERS 
STRONGER. MORE DURABLE 


American's All-Sieel 
Fittings through-bolt 
to develop tremendous 
Structural Strength. 
Hot-Dip Galvanizing 
then rustproofs every 
member for a lifetime. 


HERE ARE THE NATION’S 


CASTLE TOWERS 
No. PCT Primary Castle Tower, complete, 
1 High, 5’ in Diameter. Wt. 160 Ibs.. ’ 7.75 


No. PCT-P Portable Primary Castle Towers 
V High, 5’ in Diameter. Wt. 175 lbs........... § 59.5 


No. DPT Double Primary Castle Tower, 7’ 
High, 13’ in overall Diameter. Wt. 330 Ibs... ... 


Ne. DCT Double Castle Tower, 79” High, 
13’ in overall Diameter. Wt. 350 Ibs........... 8 


No. JCTV Junior Castle Tower, complete, 


Rounds makes it possible 


for us to build in larger 
volume and to supply 
these much finer units 
at amazingly low prices. 


Unmatched in nation-wide popularity, these American Approved Heavy Duty Merry-Go-Rounds have Frame Mem- 
bers of 114” Tested Steel Pipe locked by Certified Malleable Fittings, rigidly braced and counterbraced to assure 
years of perfect service under severest use. Ball Bearing Head Assembly revolves on a 21,” cold-rolled Steel Shaft 
housed in 314” ‘Vested Steel Pipe, provities exceptionally smooth, easy motion even when loaded to capacity. Seats 
are 10’ in diameter, constructed of finest 8/4” Oregon Fir, with Safety Enclosure Platform of very finest Fir or 


Hardwoods, finished in bright Johnson’s W. 


No. M-3 Heavy Duty Merry-Go-Round, complete but without Enclosure Platform shown. Wt., 500 Ibs 
No. ME-3 Heavy Duty Merry-Go-Round, complete with Safety Enclosure Platform shown. Wt. 725 Ibs 


A N DE 


RS ON 
a 


ax-O-Namel. All steel parts are Hot-Dip Galvanized to rustproof. 


NEW -REICAN PICNIC GRILLS 
UNEQUALED IN DESIGN AND EFFICIENCY 


Developed through years of experiment and exhaustive tests, the 
new All-American Picnic Grill embodies scores of plus-features 
present in no other unit now built, has won the enthusiastic approy- 
al of every talented Chef who has tried it. Faster, easier fire 
kindling, uniformly even heat to the exact intensity desired 
through positive draft control guarantees succulent, mouth-water- 
ing meals, tenderer, juicier, more delicious steaks, chops and 
barbecues. Grills, bakes or warms; burns charcoal, wood or coal. 


Massive One-Piece Oven, removable Grate, waffle-type Top Grids, 
six-way adjustable Draft Door and Portable Base are cast from 
extra heavy Stove Iron with Draft Door Handle of Malleable Iron. 
Grill provides full 2514” by 24” grilling and warming area when 
Top Grids are swung open, revolves on 234” Support to permit 
cooking to windward, is easily removed for storage. Larger bake 
oven, air chamber and ash pit, perfect draft control assure much 
greater efficiency, tastier foods, save fuel. Shipped assembled. 


No. AG-S All-American Stationary Grill, complete. 140 Ibs..... 
No. AG-P All-American Portable Grill, complete. Wt. 160 Ibs 


POPULAR H-156 COMBINATION 


Rugged Frames of 17%” and 234” Tested Pipe 
locked by G-7 and B-8 Malleable Fittings, with 
four American C-13 Swing Seats, Trapeze Bar and 
Flying Rings. Hot-Dip Galvanized to rustproof. 


No. H-156 Combination Unit, 8’ Frame... 96.75 
No. H-157 Combination Unit, 10’ Frame. ..105.00 


PLAYGROUND DEVI 


| 
WORLD’S LARGEST MANUFACTURERS OF FINE PLAYGROUND, SWIMMING POOL AND HOME 


INDITIFANA & 


H-144 COMBINATION 


Same Heavy Duty Frame con- 
struction as described at left, with 
two American C-13 Swing Seats, 
Flying Rings and Trapeze Bar. 


No. H-144 Unit, 8’ Frame 864.75 
No. H-144-A, 10’ Frame $70.65 


Fittings. Hot-Galvanized. 
No. A-3 Pool Ladder, 
for j00l depth of 3’... $34.50 
No. A-4 Pool Ladder, 
for fool depth of 4’...837.25 
No. A-5 Pool Ladder, 
for ool depth of 5’... 
No. A-6 Pool Ladder, 
for yJool depth of 6’...842.75 
Na s-7 Pool Ladder, 
for ol depth of 7’...$45.50 


ie CHAIRS 


Streamlined, ruggedly con- 
structed of 1%" Tested 
Pipe. Malleable Fittings, 
HowGalvanized through- 
out ‘o rustproof. 

No. LGC Life Guard Chair, 
without Buoys ........5 2.75 
No. LGC-3 Guard Chair with 
two ».B-24 Buoys...... 876.75 


FOOT BATHS 


Molded from fine, soft 
Rubber, 20” diameter, 
3” deep, the most eco- 
nomical, most efficient 
size for public use. 


No. RFB Rubber Foot 
Bath, cartoned .... 


American A pproved astle lowers purpose- 
ly have all Members fabricated from 11/4” 
Tested Pipe so that the smaller children, 
too, can maintain a firm, safe grip on all 
members. Interlocked by special All-Steel 
Fittings, which through-bolt all sections for 
maximum strength, all American Fittings, 
Bolt Heads and Nuts are smoothly rounded. 
Designed to develop the child’s morale and | 
physique, mot as easy ladder climbs, Prj_] 
mary Units have Rounds ideally spaced 21” 
apart on centers; other Units, 24” apart. 


WHY CASTLE TOWERS 
T - MORE DURABLE 


American’s All-Sieel 
Fittings through-bolt 
to develop tremendous 
Structural Strength. 
Hot-Dip Galvanizing 
then rustproofs every 
member for a lifetime. 


FINEST 
COCOA MATTING 


18” Width, per lineal foot... . 
36” Width, per lineal foot... .5 


' 


H-150 COMBINATION UNIT 


Stalwart Frames of 17%” and 234” Pipe 
are rigidly locked by AA-13 and B-8 Mal- 
leable Fittings, with 234” Climbing Pole, 
two Swings, Flying Rings and Trapeze Bar. 


No. H-150 Combination, 8’ Frame....864.30 
NO. 3-151 Combination, iv’ Frame. ...97U-0U 


Cable Address A 


clients with limited budg- 
ets, steadily increased de- 
mand for these popular 
American Merry-Go- 
Rounds makes it possible 
for us to build in larger 
volume and to supply 
these much finer units 
at amazingly low prices. 


an Approved Heavy Duty Merry-Go-Rounds have Frame Mem- 
falleable Fittings, rigidly braced and counterbraced to assure 
ng Head Assembly revolves on a 214,” cold-rolled Steel Shaft 
ally smooth, easy motion even when loaded to capacity. Seats 
on Fir, with Safety Enclosure Platform of very finest Fir or 
amel. All steel parts are Hot-Dip Galvanized to rustproof. 


hout Enclosure Platform shown. Wt., 500 Ibs $104.75 
fety Enclosure Platform shown. Wt., 725 lbs 28. 


W ALL-AMERICAN PICNIC GRILLS ARE 
EQUALED IN DESIGN AND EFFICIENCY 


loped through years of experiment and exhaustive tests, the 
All-American Picnic Grill embodies scores of plus-features 
mt in no other unit now built, has won the enthusiastic approv- 
every talented Chef who has tried it. Faster, easier fire 
ling, uniformly even heat to the exact intensity desired 
igh positive draft control guarantees succulent, mouth-water- 
neals, tenderer, juicier, more delicious steaks, chops and 
ecues. Grills, bakes or warms; burns charcoal, wood or coal. 


ive One-Piece Oven, removable Grate, waffle-type Top Grids, 
ay adjustable Draft Door and Portable Base are cast from 
heavy Stove Iron with Draft Door Handle of Malleable Iron. 
provides full 2514” by 24” grilling and warming area when 
Grids are swung open, revolves on 234” Support to permit 
ing to windward, is easily removed for storage. Larger bake 
air chamber and ash pit, perfect draft control assure much 
er efficiency, tastier foods, save fuel. Shipped assembled. 


AG-S All-American Stationary Grill, complete. 140 Ibs..... 
\G-P All-American Portable Grill, complete. Wt. 160 Ibs... .. 


POPULAR H-156 COMBINATION 


Rugged Frames of 17%” and 23g” Tested Pipe 
locked by G-7 and B-8 Malleable Fittings, with 
four American C-13 Swing Seats, Trapeze Bar and 
\ Flying Rings. Hot-Dip Galvanized to rustproof. 


No. H-156 Combination Unit, 8’ Frame...$ 96.75 
No. H-157 Combination Unit, 10’ Frame. ..8105.00 


(= 


PLAYGROUND DEVICE 


OF FINE PLAYGROUND, SWIMMING POOL AND HOME PLAY 


i MANUFACTURERS 


N ¥ INDIANA. 


The nation’s most popular 
Pool Ladder. 17%” Steel 
Pipe, Malleable Treads and 
Fittings. Hot-Galvanized. 
No. A-3 Pool Ladder, 

for j00l depth of 3’... 834.56 
No. A-4 Pool Ladder, 

for pool depth of 4’...837 
No. A-5 Pool Ladder, 

for }ool depth of 5’... 

No. A-6 Pool Ladder, 

for yjool depth of 6’...$42.75 
Ne.js-7 Pool Ladder. 
for ol depth of 7’... 


1A CHAIRS 


Streamlined, ruggedly con- 
structed of 17%” Tested 
Pipe. Malleable Fittings, 
Ho: pealy anized through- 
out ‘o rustproof. 

No. LGC Life Guard Gate, 
without Buoys ........ 


No. LGC-3 Guard Chair with 
two 1.B-24 Buoys......4 


FOOT BATHS 


Molded from fine, soft 
Rubber, 20” diameter, 
3” deep, the most eco- 
nomical, most efficient 
size for public use. 


No. RFB Rubber Foot 
Bath, cartoned .... 


FINEST 


COCOA MATTING 


18” Width, per lineal foot... .4 
36” Width, per lineal foot....5 


H-144 COMBINATION 


Same Heavy Duty Frame con- 
struction as described at left, with 
two American C-13 Swing Seats, 
Flying Rings and Trapeze Bar. 


No. H-144 Unit, 8’ Frame $64.75 | 
No. H-144-A, 10’ Frame $70.65 


U. &. ae 


Cable 


} DN Lay DN 


Immensely strong, almost indestructible, 
American Approved Castle Towers purpose- 
ly have all Members fabricated from 1444” 
Tested Pipe so that the smaller children, 
too, can maintain a firm, safe grip on all 
members. Interlocked by special All-Steel 
Fittings, which through-bolt all sections for 
maximum strength, all American Fittings, 
Bolt Heads and Nuts are smoothly rounded. 
Designed to develop the child’s morale and 
physique, net as easy ladder climbs. Pri- 
mary Units have Rounds ideally spaced 21” 
apart on centers; other Units, 24” apart. 


WHY CASTLE TOWERS 
TR MORE DURABLE 


American's All-Sieel 
Fittings through-bolt 
to develop tremendous 
Structural Strength. 
Hot-Dip Galvanizing 
then rustproofs every 
member for a lifetime. 


H-150 COMBINATION UNIT 


Stalwart Frames of 17%” and 23g” Pipe 
are rigidly locked by AA-13 and B-8 Mal- 
leable Fittings, with 234” Climbing Pole, 
two Swings, Flying Rings and Trapeze Bar. 


No. H-150 Combination, 8’ Frame... .$64.30 
SN. H-151 Combination, iv’ Frame....37V.0U 


Address A 


HERE ARE THE NATION’S | 

T CASTLE TOWERS 
No. PCT Primary Castle Tower, complete, 
7 High, 5’ in Diameter. Wt. 160 Ibs........... § 47. 
No. PCT-P Portable Primary Castle To 
7 High, 5’ in Diameter. Wt. 175 Ibs. 


No. DPT Double Primary Castle Tower, 7’ 
High, 13’ in overall Diameter. Wt. 330 Ibs...... 


No. DCT Double Castle Tower, 79” High, 
13’ in overall Diameter. Wt. 350 Ibs..........- 
No. JCT Junior Castle Tower, 
7'9" High, 8’8” in Diameter. 400 Ibs. 
Na 'T Senior Castle Tower, complete, 
9'9” High, 8'8” in Diameter. 500 Ibs........... ! 


J a 
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EQUIPMENT 
MPLELAYCEO 


LET AMERICAN RACKS 


ENGINEERED FOR EFFICIENCY ECONOMY 
Unrivaled in national popularity, AmericangAppréved Daty Bi- 
ing prob- 


cycle Racks solve permanently your troubfsame bic 
lems and eliminate the unsightly dis. eho bicycl& ‘spyawled over the 
ground. Handsomely streamlined Upieh and. enginé@géd for maximum 
efficiency, American Racks deliyet perfect lifeti 
the constant repair so compo’ 


ith wog < ; 
much to the attractiveness Qfyour gr¢u 
a 
INSTALLATION 


FOR one D> 
No. R-10 American ho Be complete, 10’ long, Capacity 22 Bicycles. Weight 200 Ibs......... 
ye oe 


performance, free from 
inary metal racks, add 
at surprisingly low cost. 


5 


No. R-15 American Bic ck complete, 15’ long, Capacity 33 Bicycles. Weight 300 lbs. 

No. R-20 American Bicycl@Rack complete, 20’ long, Capacity 44 Bicycles. Weight 400 Ibs. PA 

No. R-30 American Bicycle Rack complete, 30’ long, Capacity 66 Bicycles. Weight 600 Ibs......... 
AMERICAN APPROVED BICYCLE RACKS 


Ideal where parking must be limited to one side, American Single Face Bicycle Racks are only $3.75 per 
lineal foot of Portable Rack, only $3.95 per foot of Permanent Rack. Same superior construction as above. 


TENNIS NETS 


Woven from No. 11 Gauge, 144” mesh 
Chain Link Fabric, Galvanized after 
weaving by the Bethanized Process to 
develop a heavier, uniformly smooth 
Zine coating, American Steel Tennis 
Nets are Official Regulation, can’t sag, 
will outwear ordinary nets ten to one. 


No. CLN American Chain Link Tennis Net without Posts, Shipping Wt. 107 Ibs..... 
No. CLNP American Chain Link Tennis Net complete with Posts, Shipping Wt. 225 lbs..... 


y 


American Portable 
Bicycle Racks 


SOLVE YOUR BICYCLE PARKING PROBLEMS 


STRONGER, MORE DURABLE, MORE ATTRACTIVE 


American Approved Bicycle Racks have strong, rugged Frames fabricated 
from 17%" Steel Pipe rigidly locked by Certified Malleable Fittings, tested 
to over 50,000 Ibs. ‘tensile strength, throughbolting all members. Spacers 
are 5” Steel Pipe snugly fitted and heavily riveted to the center mains, 
sized and spaced to accommodate a greater number of bicycles with 
maximum efficiency. All-Steel in construction, practically indestructible, 
Hot-Dip Galvanized throughout to rustproof permanently. 


For Permanent 


Conerete Setting | 


HEAVY DUTY BENCHES 


Beautifully streamlined, American Park 
Benches have stalwart Frames of 1%” 
Galvanized Steel Pipe, strongly counter- 
braced, locked by special through-bolted 
Fittings. Comfortable, select Oregon Fir 
Seats and Backs throughbolt to frame and 
are finished in Johnson’s Wax-O-Namel. 


No. APB-4 Park Bench, 4-Feet Long, Wt. 50 Ibs....... 
No. APB-5 Park Bench, 5-Feet Long, Wt. 65 Ibs....... 


